
Our Brand

The Brand “ZP” is founded in 1998, which is the earliest and most reputable brand in China for LPG 
vaporizer and LPG supply unit.
As a OEM factory of “ZP” brand LPG vaporizer, we focus on provide great LPG vaporizer to our client in 
foreign countries.

Ÿ Typical Flow for LPG 
gasification and supply unit

We also provide engineering design and relevant 
accessories for whole set of LPG supply system

LPG VAPORIZER

Revision: 00

Design Parameter

   Model

   Type

   Installation Unit

Kg/h 20 30 50 100 150 200 300 400 500

US Gal/h 10 15 25 50 75 100 150 200 250

MMBTU/h 0.9 1.3 2.2 4.5 6.7 9 13.5 18 22.5

   Design & Mfg. Code

   Voltage V

   Power KW 2 3 8 15 21 27 30 42 52

   Design Pressure MPa

   Test Pressure MPa

   Operating Pressure Mpa

   Operating Temperature 0 C

Safety Devices
   Explosion Proof Electric box

   Safety Float Valve

   Water Temperature Switch

   LPG Pressure safety valve

Installation dimension

   Length mm 400 500 530 620 660 770 850 870 950

   Width mm 230 280 310 390 460 460 520 570 620

   Height mm 660 800 1080 1160 1250 1320 1350 1390 1400

   Liquid Inlet Connection in 1/2 1/2 3/4 1 1¼ 1¼ 1½ 1½ 2

   Vapor Outlet Connection in 1/2 1/2 3/4 1 1¼ 1¼ 1½ 1½ 2

ZPEX

Wall mounting Floor type

STANDARD SPECIFICATION FOR LPG VAPORIZER

Designed per GB or ASME

Electric - water bath type

   Capacity

1.76

380220

3.3

1.7

50~80

 Ex d IIB T4

to prevent excessive water temperature

to protect the liquid gas come out

1.76MPa(17.6bar)
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